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Made according to Swedish rules and regulations

• CE certified

• Max height 4.5 times the tilting radius (Rmin)

• Solid max load labeling 

• Floor load at max load less than 2 MPa

• Safety factor 1,6 without remaining deformation

• Safety factor 3 without break down

• 3 x max load at 10˚ tilt without break down

• Arbetarskyddsstyrelsens författningssamling AFS 1998:8 - Arbete i motorbranschen

• Svensk standard · SS-EN 1494+A1:2008 Lyftutrustning - Rörliga eller flyttbara domkrafter och likartad lyftutrustning

• Nordtest NT MECH 002

• Konsumentverket/KO PM 2005:08 Pallbockar



For very high loads 20-50,000 kg

• Retracting spring wheels

• Fixed, customizable top plates

• Option: Gas spring center shaft

• Max height 600-1500 mm

• Higher and lower as option



Data PB for high loads 20-50,000 kg
Technical data

Name Min

Height

[mm]

Max

Height

[mm]

A*2

[mm]

B*2

[mm]

C*2

[mm]

D

[mm]

PB20

Weight*1

[kg]

PB30
Weight*1

[kg]

PB50

Weight*1

[kg]

PBx 450-700 F4 450 700 645 600 300 250 103 107 118

PBx 500-800 F4 500 800 645 600 300 300 109 113 125

PBx 500-900 F4 550 900 645 600 300 350 111 121 132

PBx 600-1000 F4 600 1000 645 600 300 400 116 125 136

PBx 700-1200 F4 700 1200 645 600 300 500 135 145 156

PBx 1000-1500 F4 1000 1500 707 667 333 500 183 194 206

*1 Including standard top plate and wheels
*2 For 50 metric ton. Limited by floor load 2MPa. 20 metric ton and 30 metric ton somewhat smaller

Order number (without top plate)
Name PB20 PB30 PB50

PBx 450-700 F4 L2-0361 L2-0371 L2-0381

PBx 500-800 F4 L2-0362 L2-0372 L2-0382

PBx 500-900 F4 L2-0363 L2-0373 L2-0383

PBx 600-1000 F4 L2-0364 L2-0374 L2-0384

PBx 700-1200 F4 L2-0365 L2-0375 L2-0385

PBx 1000-1500 F4 L2-0366 L2-0376 L2-0386

x = Max load [metric tons] 20, 30 and 50
Example: PB20 600-1000 F4
Larger and smaller are possible
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3 Legs 8-20,000 kg

• Classic model

• Can be applied near the lifted object

• Retracting spring wheels

• Interchangeable Top plates

• Max Height 1000-2200 mm

• Higher and lower possible

Different Max Load

Different Max Height



Data PB with 3 Legs 8-20,000 kg
Technical data

Name Min

Height

[mm]

Max

Height

[mm]

A*2

[mm]

B*3

[mm]

C

[mm]

D

[mm]

PB8

Weight*1

[kg]

PB12
Weight*1

[kg]

PB20

Weight*1

[kg]

PBx 700-1200 R3 700 1200 745 435 267 500 57 62 68

PBx 800-1400 R3 800 1400 898 524 311 600 64 70 77

PBx 900-1600 R3 900 1600 1052 613 356 700 71 78 87

PBx 1000-1800 R3 1000 1800 1206 702 400 800 78 85 96

PBx 1200-2000 R3 1200 2000 1360 791 444 800 86 97 109

PBx 1300-2200 R3 1300 2200 1514 828 489 900 94 104 118

Order number (without top plate)
Name PB8 PB12 PB20

PBx 700-1200 R3 L2-0301 L2-0311 L2-0321

PBx 800-1400 R3 L2-0302 L2-0312 L2-0322

PBx 900-1600 R3 L2-0303 L2-0313 L2-0323

PBx 1000-1800 R3 L2-0304 L2-0314 L2-0324

PBx 1200-2000 R3 L2-0305 L2-0315 L2-0325

PBx 1300-2200 R3 L2-0306 L2-0316 L2-0326

x = Max load [metric ton] 8, 12 and 20
Example: PB8-7-12-R3
Larger and smaller are possible

*1 including standard top plate and wheels
*2 Slightly larger for P8 (+ 80mm) and PB12 (+ 40mm)
*3 Slightly larger for P8 (+ 52mm) and PB12 (+ 35mm)
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4 Legs 8-20,000 kg

• Takes about 20% less space than 3 
legs at the same maximum height

• Retracting spring wheels 

• Interchangeable Top Plates

• Max Height 1000-2200 mm

• Higher and lower possible
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Data PB with 4 legs 8-20,000 kg
Technical data

Name Min

Height

[mm]

Max

Height

[mm]

A*2

[mm]

B*3

[mm]

C

[mm]

D

[mm]

PB8

Weight*1

[kg]

PB12
Weight*1

[kg]

PB20

Weight*1

[kg]

PBx 700-1200 R4 700 1200 618 534 267 500 59 67 74

PBx 800-1400 R4 800 1400 774 622 311 600 70 75 84

PBx 900-1600 R4 900 1600 869 712 356 700 77 83 93
PBx 1200-2000 R40 
R4 1000 1800 995 800 400 800 84 91 103

PBx 1200-2000 R4 1200 2000 1121 888 444 800 95 103 117

PBx 1300-2200 R4 1300 2200 1247 978 489 900 102 112 127

*1 Including standard top plate and wheels
*2 Slightly larger for P8 (+ 50mm) and PB12 (+ 30mm)

Order number (without top plate)
Namn PB8 PB12 PB20

PBx 700-1200 R4 L2-0331 L2-0341 L2-0351

PBx 800-1400 R4 L2-0332 L2-0342 L2-0352

PBx 900-1600 R4 L2-0333 L2-0343 L2-0353

PBx 1000-1800 R4 L2-0334 L2-0344 L2-0354

PBx 1200-2000 R4 L2-0335 L2-0345 L2-0355

PBx 1300-2200 R4 L2-0336 L2-0346 L2-0356

x = Max load [metric ton] 8, 12 and 20
Example: PB8 700-1200 R4
Larger and smaller are possible
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Continously adjustable

• Self-reversing trapedzoidal screw

• Retracting spring-loaded wheels

• Customized top plates

• Max height 310-2200 mm

• Higher and lower possible



Jack Stands Fix Height

• Retracting spring wheels (option) 

• Fixed, customizable top plates

• Max Height 600-1500 mm

• Higher and lower possible



Data Jack Stands Fix Height
Technical data

Name Fix

Height

[mm]

A*2

[mm]

B

[mm]

C

[mm]

PB20

Weight*1

[kg]

PB30

Weight*1

[kg]

PB50

Weight*1

[kg]

PBx 500 F4 500 453 409 205 68 79 91

PBx 700 F4 700 466 410 205 77 87 103

PBx 1000 F4 1000 507 444 222 95 104 120

PBx 1200 F4 1200 588 533 267 118 122 130

PBx 1500 F4 1500 709 665 332 157 157 157

*1 including Standard top plate and wheels
*2 Refers to 20 metric ton. is limited by floor load 2MPa. 30 tons and 50 metric ton slightly larger

Order number (without top plate)
Name PB20 PB30 PB50

PBx 500 F4 L2-0391 L2-0401 L2-0411

PBx 700 F4 L2-0392 L2-0402 L2-0412

PBx 1000 F4 L2-0393 L2-0403 L2-0413

PBx 1200 F4 L2-0394 L2-0404 L2-0414

PBx 1500 F4 L2-0395 L2-0405 L2-0415

x = Max load [metric ton] 20, 30 and 50
Example: PB20 1000 F4
Larger and smaller are possible
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Fixed height for heavy loads

• With retractable, spring-loaded wheels

• Fixed but customizable top plates

• Max height 600-1500 mm

• Higher and lower possible



Double with adjustable height

• With our without spring-loaded wheels

• Customized top plates

• Max height 500-2300 mm

• Higher and lower possible



Double with fixed height

• 5-20,000 kg

• Greater or lower possible

• With spring-loaded wheels

• Customized top plates

• All heights and lengths possible



Special 1

• Dual and Adjustable

• Lightweight portable

• Industrial applications



Special 2

• Tractor service

• For inclined tank container

• Really high but easy to move

• Fall protection



Special 3

• Mounting pallet for heavy objects

• Spring-loaded wheels for existing jack stands



Top plates

Mounting

• Interchangeable with tools for 8-20,000 kg

• Fixed-mounted but selectable for high loads > 20 ton

Custom Shape

• Rectangular Flat

• V shaped

• Round Flat

• ISO 1161 Container standard

• Container Lockable

• Reinforced Top Plates

• With symbol for orientation

• Special Custom made



Retracting spring-loaded wheels

• Easy to move Jack Stand

• Spring down to floor at about 20-100 kg load depending on size

• Swivel castors 

• With brake

• For indoor use



Naming Convention Jack Stands

Name of Jack Stands

Jack Stand for heavy loads 20-50,000 kg PB20 600-1000 F4 PB Max Load Min height[mm]
-

Max height[mm] F (quadratic pillar) Amount of legs

Jack Stands with 3 legs 8-20,000 kg PB8 1300-2200 R3 PB Max Load Min height[mm]
-

Max height[mm] R (round pillar) Amount of legs

Jack Stands with 4 legs 8-20,000 kg PB8 1300-2200 R4 PB Max Load Min height[mm]
-

Max height[mm] R (round pillar) Amount of legs

Fixed height for heavy loads PB20 1000 F4 PB Max Load Height[mm] F (quadratic pillar) Amount of legs

Jack Stand with 4 legs trapezoidal screw PB20 600-1000T F4 PB Max Load Min height[mm]
-

Max height[mm] T F (quadratic pillar) Amount of legs

Double Jack Stand fixed height PB5 900 1300 D4 PB Max Load Height[mm] Width D (double) Amount of legs

Double Jack Stand adjustable PB4 700-1100 1300 D4 PB Max Load Min height[mm]
-

Max height[mm] Width D (double) Amount of legs



Contact information

Dendro Lift AB

Box 3055

750 03 Uppsala

Sweden

Phone: +46 (0) 264 573 450 

https://dendrolift.com/en/

info@dendrolift.com

Bank: Hälsinglands Sparbank

Bankgiro: 5978-0460

VAT.nr: SE556518664901

SWIFT: SWEDSESS

SE54 8000 0812 9968 4307 9044

Org.nr: 559120-6338

https://dendrolift.com/en/
mailto:info@dendrolift.com

